
E3 Wash_
LEDMOV411
LED Zoom Wash with RGBW colour mixing
Ultra smooth dimming with perfectly consistent colour
Accurate 16-bit 540°/270° motorized pan/tilt movement
2000K ~ 8000K selectable white colour temp presets
Flawlessly smooth 6° - 23° motorized zoom 
Onboard library of dynamic effect macros

DMX or Master/Slave control



Photometrics

Photometrics

Beam Angle: 

10°

Distance (m)
Luminance (lux)

1 meter
91980 lux

3 meters
10220 lux

5 meters
3679 lux

7 meters
1877 lux

10 meters
920 lux

Beam Angle: 

40°

Distance (m)
Luminance (lux)

1 meter
6246 lux    

3 meters
694 lux

5 meters
250 lux

7 meters
127 lux

10 meters
63 lux

 - Infinite RGBW colour mixing
 - Ultra smooth dimming and perfectly consistent colour mixing

 - Flawlessly smooth 6° - 23° motorized zoom

 - 2000K ~ 8000K selectable white colour temperature presets

 - Pan/tilt inverse, display inverse and auto-blackout

 - Selectable dimming curves, white balance, fan speed

 - Onboard library of dynamic effect macros

 - Advanced optical system projects saturated colours

 - Accurate 16-bit 540°/270° motorized pan/tilt movement

- White colour temp presets (2700K ~ 8000K) 

Colour Mixing:  RGBW -
Zoom:  6° ~ 23°

 -

Dimming:  4 dimming curve modes
 -

Cooling:  Active (variable speed fan) -

 -

Strobe:  0 ~ 30Hz
 -

Display:  OLED with 4-button menu navigation

E3 Wash
LEDMOV411
LED Zoom Wash, featuring:

Product E3 Wash

Code LEDMOV411

Lamp Source Osram 60W RGBW

Power Supply 100-240V AC, 50/60 Hz

Power Consumption 118W

DMX Connection 5-pin XLR In/Out

DMX Channels 13 / 16

Beam Angle 6° - 23°

Output 10220 ~ 694 LUX @ 3 meters

Dimensions 251 (L) x 198 (W) x 340 (H) mm

Weight 6.9kg
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Specifications




