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WARNING! Before carrying out any operations with the unit, carefully read this instruction
A manual and keep it with cure for future reference. It contains important information about A
the installation, usage and maintenance of the unit.

SAFETY

General instruction

The products referred to in this manual conform to the European Community Directives and are there-
fore marked with ce.

The unit is supplied with hazardous network voltage (230V~). Leave servicing to skilled personnel only.
Never make any modifications on the unit not described in this instruction manual, otherwise you will
risk an electric shock.

Connection must be made to a power supply system fitted with efficient earthing (Class | appliance ac-
cording to standard EN 60598-1). It is, moreover, recommended to protect the supply lines of the units
from indirect contact and/or shorting to earth by using appropriately sized residual current devices.
The connection to the main network of electric distribution must be carried out by a qualified electrical
installer. Check that the main frequency and voltage correspond to those for which the unit is designed
as given on the electrical data label.

This unit is not for home use, only professional applications.

Never use the fixture under the following conditions:

- in places subject to vibrations or bumps;

- in places with a temperature of over 45°C.

Make certain that no inflammable liquids, water or metal objects enter the fixture.

Do not dismantle or modify the fixture.

All work must always be carried out by qualified technical personnel. Contact the nearest sales point for
an inspection or contact the manufacturer directly.

If the unit is to be put out of operation definitively, take it to a local recycling ﬁ

plant for a disposal which is not harmful to the environment. —

Warnings and installation precautions

This equipment is reserved for professional use. It is not intended for domestic use.

The unit for indoor use only. To prevent or reduce the risk of electrical shock or fire, do not expose the
unit to rain or moisture.

If this device will be operated in any way different to the one described in this manual, it may suffer
damage and the guarantee becomes void. Furthermore, any other operation may lead to dangers like
short circuit, burns, electric shock, etc.

Always inspect the mechanical and electrical parts of GRAFIK equipment before fitting to check they
are not damaged. Do not operate the product if you see damage. If the part is damaged, it has to be
replaced by a qualified technician.

Don't connect the device to a dimmer pack.

Before starting any maintenance work or cleaning the fixture, cut off power from the main supply.
Never attach to product other equipment different GRAFIK accessories.

Never let the power-cord come into contact with other cables! Handle the power-cord and all connec-
tions with the mains with particular caution!

Never remove warning or informative labels from the unit.

Do not shake the device. Avoid brute force when installing or operating the device.

Make sure that the device is not exposed to extreme heat, moisture or dust.

Keep any inflammable material at a safe distance from the fixture.

Make sure that the power-cord is never crimped or damaged. Check the device and the power cord
from time to time. If the external cable is damaged, it has to be replaced by a qualified technician.
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DIMENSIONS
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GRAFIK

CONTROL MENU OVERVIEW
CONTROL PANEL
BUTTON FUNCTION
Menu Selects operating mode or exits submenus
Up Scrolls up through option lists or selects higher value
Down Scrolls down through option lists or selects lower value
Enter Activates displayed menu option or selected value
FUNCTION MENU
MODE OPTIONS / VALUES DESCRIPTION
2-CH d 1-d512 2-channel DMX mode
StoP No rotation
Gobo L-SP L 0-L255 Left rotation speed
r-SP r 0-r255 Right rotation speed
U-- U 0-U255 Dimmer
SEr ON Infrared (IR) function on or off
OFF
DMX FUNCTION CHART
2-CHANNEL MODE
Channel Function Value Percent/Setting
1 Dimmer 000 - 255 |0-100%

Gobo Rotation

000 Stop

001 =122 |Right rotation (fast to slow)

123 - 133 |[Stop

134 = 255 |Left rotation ( slow to fast )
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Channe

UFI OPERATION

To enable wireless DMX operation via the optional UFI wi-fi transceiver:

1) Set the GRAFIK starting DMX address

2) Set the UFI sendin

g/receiving channel

3) Attach the UFI to the GRAFIK USB port

4) Use Dipswitch 5 to select UFI send or receive
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